EZ-Install Toilet Installation Kit

Included at no extra charge with select 2-piece toilets:

- Champion® PRO™
- Cadet® PRO™
- Concealed Trapway Cadet® 3
- Studio® Dual Flush

**EZ-Install Benefits:**

- Floor bolts will remain upright
- No bolt cutting required
- Attachment handles make connecting the tank easier

### TANK KIT (included with tank)

- Tank to bowl gasket
- Attachment handles with nuts (2)
- Plastic washers (2)

### BOWL KIT (included with bowl)

- 1/4" EZ T-bolts with retainers (2)
- Bolt caps (2) for use with 1/4" EZ T-bolts
- Standard bolt caps (2) for use with 5/16" T-bolts
- Bowl-to-floor knobs (2)

**SEPARATE PURCHASE NECESSARY**

<table>
<thead>
<tr>
<th>Item</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wax ring</td>
</tr>
<tr>
<td>Water supply line</td>
</tr>
</tbody>
</table>
**EZ-Install Basic Installation Steps**

1. **Connect water supply line.**
   (Purchase separately)
   Hand tighten nut.
   Turn on water supply.

2. Press firmly.
   Wax ring
   (Purchase separately)

3. Apply weight evenly.
   Do not move after placement.
   Water tight seal may break.

4. Hand tighten only.
   Do not overtighten.
   **NOTE:**
   1/4” EZ T-bolts and cap shown.
   For 5/16” T-bolts use the standard caps included.
   **NO BOLT CUTTING REQUIRED**

5. Tighten handles alternately until the tank contacts the front and back of the bowl achieving china-to-china contact.
   **NOTE:** To ease installation, push down on the top of the tank while tightening handles.
   **EASY TANK ATTACHMENT WITH HANDLES**

6. **EZ-Install Benefits:**
   - Floor bolts will remain upright
   - No bolt cutting required
   - Attachment handles make connecting the tank easier

©2013 AS America, Inc. SAXXXXXX