MODEL NUMBER:

- DC POWERED
  - 7755.303 0.35 gpm pressure compensating, vandal-resistant multi-laminar spray.
  - 7755.305 0.5 gpm pressure compensating, vandal-resistant multi-laminar spray.
  - 7755.315 1.5 gpm pressure compensating, vandal-resistant laminar flow outlet with adjustable spray face.

- OPTIONAL 4" and 8" Deck Plates
  - 775P.400 4" metal deck plate with 1/4" fixation studs and quick spin nuts. Includes fixation screw that prevents the spout from rotating.
  - 775P.800 8" metal deck plate with 1/4" fixation studs and quick spin nuts. Includes fixation screw that prevents the spout from rotating.

- OPTIONAL Remote Control
  - 605XRCT Remote control adjusts setup parameters and allows for customization of functions. Can be used to program all Selectronic faucets and flush valves.

DESCRIPTION:
CODES AND STANDARDS

These products meet or exceed the following codes and standards:

ANSI A117.1
ASME A112.18.1
CSA B 125
NSF 372
ASSE 1070-2015
NSF 61

MEETS THE AMERICAN DISABILITIES ACT GUIDELINES AND ANSI A117.1 REQUIREMENTS FOR ACCESSIBLE AND USABLE BUILDING FACILITIES-CHECK LOCAL CODES

FINISHES:
Polished Chrome  .002
Brushed Nickel  .295

FLOW RATE*  
GALLONS PER MINUTE
INLET PRESSURE (PSI)

1.5 gpm
0.5 gpm

0.35 gpm

MEETS THE AMERICAN DISABILITIES ACT GUIDELINES AND ANSI A117.1 REQUIREMENTS FOR ACCESSIBLE AND USABLE BUILDING FACILITIES-CHECK LOCAL CODES

PART OF LI XIL

© 2018 AS America Inc.